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PANeLs ANd PANeL Accessories  Panels for enClosures

PANeLs For LArGe BuLLeTiN A27, A28, A28s4 ANd A34 muLTi-door eNcLosures
extra panels for large enclosures (Bulletins A27, A28, A28S4 and A34) can be ordered for panel assembly prior to receiving the enclosures 
(enclosures include panels). Panels are 10 gauge steel with .80-in. (20-mm) flanges on four sides. Finish is white polyester powder paint 
or a conductive, corrosion-resistant coating. two extra holes are provided for lifting and installing panels. mounting hardware included 
with enclosure. 
BULLETIN: PNLFS

Catalog Number Finish
Panel Size
D x E (in.)

Panel Size
D x E (mm)

Number
of Holes

Fits
Enclosure
Height

A72PM28 Painted steel 60.00 x 21.75 1524 x  552 8 72 in.
A72PM28G Conductive 60.00 x 21.75 1524 x  552 8 72 in.
A72PM34 Painted steel 60.00 x 27.75 1524 x  705 8 72 in.
A72PM34G Conductive 60.00 x 27.75 1524 x  705 8 72 in.
A72PM40 Painted steel 60.00 x 33.75 1524 x  857 8 72 in.
A72PM40G Conductive 60.00 x 33.75 1829 x  857 8 72 in.
A72PM54 Painted steel 60.00 x 48.00 1524 x  1219 10 72 in.
A72PM54G Conductive 60.00 x 48.00 1524 x  1219 10 72 in.
A72PM66 Painted steel 60.00 x 60.00 1524 x  1524 10 72 in.
A72PM66G Conductive 60.00 x 60.00 1524 x  1524 10 72 in.
A72PM78 Painted steel 60.00 x 72.00 1524 x  1829 12 72 in.
A72PM78G Conductive 60.00 x 72.00 1524 x  1829 12 72 in.
A84PM40 Painted steel 72.00 x 33.75 1829 x  857 8 84 in.
A84PM40G Conductive 72.00 x 33.75 1829 x  857 8 84 in.
A84PM78 Painted steel 72.00 x 72.00 1829 x  1829 12 84 in.
A84PM78G Conductive 72.00 x 72.00 1829 x  1829 12 84 in.
A86PM37 Painted steel 78.00 x 34.00 1981 x  864 8 86 in.
A86PM37G Conductive 78.00 x 34.00 1981 x  864 8 86 in.
A86PM75 Painted steel 78.00 x 70.00 1981 x  1778 12 86 in.
A86PM75G Conductive 78.00 x 70.00 1981 x  1778 12 86 in.
A90PM40 Painted steel 78.00 x 33.75 1981 x  857 8 90 in.
A90PM40G Conductive 78.00 x 33.75 1981 x  857 8 90 in.
A90PM78 Painted steel 78.00 x 72.00 1981 x  1829 12 90 in.
A90PM78G Conductive 78.00 x 72.00 1981 x  1829 12 90 in.


